
您的房屋和物业为气候变化做好准备了吗？

保护您家免受洪水和暴雨的影响
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随着气候变化，河流洪水和暴雨变得越来越频繁。不仅是河流附近的房
屋，大多数房屋都面临洪水的风险。洪水可能由河水上涨和/或强降雨引
起，并可能导致水势迅速蔓延至陆地，渗入地下室，从雨水渠溢出，或地
下室排水沟、水槽和厕所污水倒灌。本资源重点介绍卡尔加里市民可以采
取的一些最佳措施，以保护自己的房屋和物业免受洪水影响。 
请访问calgary.ca/climatereadyhome，了解在家降低气候变化风险的更多信息。

家中基本防护措施（$0）

查看卡尔加里洪水地图，了解
附近河流的洪涝风险。 

访问map.calgary.ca/
riverflooding

清理檐槽中的落叶和杂物，以
防过量的雨水顺着房屋侧面流
下并渗入地下室。

每年检查您的保险合同，确认
您是否有资格获得洪灾和/或水
损害保险。

如 果 您 有 污 水 泵 和 / 或 防 回 流
装置，请检查它们是否正常运
行，并在每年春季进行清洁。

如果使用地下停车场或位于低
洼地区，在有洪水风险或暴雨
期间，请将车辆停放在地势较
高的地方。

完成简单升级（低于$250）

如果有窗井，安装防护罩以防
止雨水积聚（确保符合消防安
全要求）。

将落水管和集水坑排水管延伸
至 草 坪 或 植 被 ， 远 离 邻 居 的 
房屋。 

将 您 的 财 物 和 危 险 材 料 存 放
在 防 水 容 器 中 或 高 于 地 面 的 
位置。 

安装并维护水报警器，以监测
不应有水的地方（例如洗衣机 
附近）是否有水。

封填好地基墙面和地下室地面
上的裂缝。请在当地五金店购
买填缝用品。 

完成更复杂的升级（超过$250）

安装顶部高出地面10至15厘
米的窗井，并将窗户升级为防 
水窗。 

升级造景：雨水花园、适当的
坡 度 、 土 堤 都 可 以 降 低 洪 水 
风险。

更多信息请见
calgary.ca/YardSmart

在下水管道上安装防回流装置
并定期维护，帮助保护房屋免
受污水倒灌的影响。

安装并维护带有备用电源的污
水泵，和/或考虑添加备用或
双污水泵、电池或发电机。 

将 水 电 气 设 备 （ 例 如 风 炉 、 
热 水 箱 ） 安 装 在 垫 高 的 平 
台上，或在较高楼层建造一个
设备间。 

与以下机构合作编写：
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54321 Install window wells that 
sit 10-15 cm above 
ground and upgrade to 
water resistant windows

Disconnect downspouts, 
cap foundation drains and 
extend downspouts to 
direct water at least 2 m 
from foundation

Correct grading to direct 
water at least 2 m away 
from foundation

Install backwater valve Install backup sump 
pump and battery

Step 3: Complete more complex upgrades
 Work with a contractor, for over $250

54321 Install window well covers 
(where fire escape 
requirements permit)

Extend downspouts and 
sump discharge pipes at 
least 2 m from foundation

Store valuables and 
hazardous materials in 
watertight containers 
and secure fuel tanks

Remove obstructions to 
floor drain

Install and maintain 
flood alarm

Step 2: Complete simple upgrades
 Do-it-yourself, for under $250

54321 Remove debris from 
nearest storm drain 
or ditch and culvert

Clean out eaves troughs Check for leaks in 
plumbing, fixtures 
and appliances

Test your sump pump Clean out your 
backwater valve

Step 1: Maintain what you’ve got at least twice per year
 Do-it-yourself, $0

THREE STEPS TO COST-EFFECTIVE

HOME FLOOD PROTECTION

2 m (6’6”)2 m (6’6”)10-15 cm
(4-6”)

OIL

30 cm (12”)

2 m (6’6”)

54

132

543

2 1

1
2

3

4 5

54321 Install window wells that 
sit 10-15 cm above 
ground and upgrade to 
water resistant windows

Disconnect downspouts, 
cap foundation drains and 
extend downspouts to 
direct water at least 2 m 
from foundation

Correct grading to direct 
water at least 2 m away 
from foundation

Install backwater valve Install backup sump 
pump and battery

Step 3: Complete more complex upgrades
 Work with a contractor, for over $250

54321 Install window well covers 
(where fire escape 
requirements permit)

Extend downspouts and 
sump discharge pipes at 
least 2 m from foundation

Store valuables and 
hazardous materials in 
watertight containers 
and secure fuel tanks

Remove obstructions to 
floor drain

Install and maintain 
flood alarm

Step 2: Complete simple upgrades
 Do-it-yourself, for under $250

54321 Remove debris from 
nearest storm drain 
or ditch and culvert

Clean out eaves troughs Check for leaks in 
plumbing, fixtures 
and appliances

Test your sump pump Clean out your 
backwater valve

Step 1: Maintain what you’ve got at least twice per year
 Do-it-yourself, $0

THREE STEPS TO COST-EFFECTIVE

HOME FLOOD PROTECTION

有关防灾准备和制定应急行动计划的更多信息，请访问 
calgary.ca/getready

http://maps.calgary.ca/riverflooding
http://maps.calgary.ca/riverflooding
http://calgary.ca/YardSmart

